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EWS QUESTION BANK PART-II 

1. VCAT is used at the  

a) End network elements 

b) Intermediate Network elements 

c) None of the above 

Correct answer is a) End network elements. 

2. Data is encapsulated using 

a) GFP 

b) VCAT 

c) LCAS 

Correct answer is a) GFP 

3. The ITU Standard for VCAT is  

a) G 707 

b) G 708 

c) G 710 

Correct answer is a) G 707 

4. Lower order VCAT applies concatenation at 

a) VC 12 Level 

b) VC 3 level 

c) VC 4 level 

Correct answer is a) VC 12 level. 

5. The protocol used for dynamic application of bandwidth is 

a) LCAS 

b) VCAT 

c) GFP 

Correct answer is a) LCAS 

6. GFP-T offers direct transmission of data streams such as 

a) VOIP 

b) Digital Video 

c) SAN application 

d) Above all 

Correct answer is d) above all. 

7. GFP-F is used to encapsulate packet/frame based protocols such as 

a) IP 

b) IPP 

c) Ethernet 

d) All the above 

Correct answer is d) all the above. 

8. DWDM supports traffic from 

a) Internet Protocol 

b) ATM 

c) SDH 

d) All the above 

Correct answer is d) all the above. 

9. Silica based optical amplifiers with filters and fluoride based optical amplifiers perform equally 

well in the 

a) 1530 nm range 

b) 1565 nm range 
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c) 1530 to 1565 nm range 

Correct answer is c) 1530 nm to 1565 nm range 

10. An optical cross connect (OXC) is also referred to as 

a) Wavelength router 

b) Wavelength cross connect 

c) Both a and b 

Correct answer is c) both a and b. 

11. VSAT NOC is situated at 

a) Bangalore 

b) Pune 

c) Calcutta 

d) Hyderabad 

Correct answer is a) Bangalore. 

12. ISDN PRI access provides……….. channels over a single pair of ordinary wires. 

a) 30 

b) 15 

c) 2 

Correct answer is a) 30 

13. MLLN mainly deals with data circuits ranging from 

a) 64 Kbps to 2048 Kbps 

b) 64 Kbps to 256 Kbps 

c) 256 kbps to 512 Kbps 

Correct answer is a) 64 Kbps to 2048 Kbps 

14. Leased line is a 

a) Shared line 

b) Dedicated line 

c) None of the above 

Correct answer is b) Dedicated line. 

15. Leased line passed through 

a) Switching Systems only 

b) Transmission systems only 

c) Both Switching and Transmission systems 

Correct answer is b) Transmission systems only 

16. For speech circuits (Hotlines), the terminating equipment at both the ends is 

a) Telephone without dialing facility 

b) Telephone with dialing facility 

Correct answer is a) Telephone without dialing facility 

17. Leased Internet bandwidths upto ………. Mbps are provided using modems on copper pair. 

a) 2 Mbps 

b) 8 Mbps 

c) 34 Mbps 

Correct answer is a) 2 Mbps 

18. BES stands for 

a) Best Effort Service 

b) Blackberry Enterprise Solution 

c) Best Ethernet Service 

Correct answer is b) Blackberry Enterprise Solution 

19. 3G data card download speed is 
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a) 3.6 Mbps 

b) 7.2 Mbps 

c) a & b 

Correct answer is c) a and b 

20. VSAT service of BSNL covers 

a) All parts of India 

b) Only selected parts of India 

Correct answer is a) all parts of India. 

21. VSAT supports 

a) Video Multicast 

b) Internet 

c) Video conferencing 

d) Voice telephony 

e) All the above 

Correct answer is e) all the above. 

22. 3G data cards support 

a) Single Band operation only 

b) Triband operation only 

c) a and b 

d) None of the above 

Correct answer is c) a and b 

23. Project 1 of NIB II (MPLS based IP infrastructure) covers 

a) 71 cities 

b) 72 cities 

c) 50 cities 

Correct answer is a) 71 cities 

24. All the ……. Nodes in the NIB I shall form the core layer. 

a) A Nodes 

b) B Nodes 

c) C Nodes 

Correct answer is a) A Nodes 

25. The five major nodes are configured in the full mesh with link bandwidth of 

a) STM 1 

b) STM 4 

c) STM 16 

Correct answer is c) STM 16. 

26. The core routers deployed in A1 locations are 

a) CISCO 12416 routers 

b) CISCO 12410 routers 

Correct answer is a) CISCO 12416 routers. 

27. Layer 2 Edge Network of NIB Proj I provides customer access through 

a) Dial up 

b) Dedicated access 

c) Broadband access 

d) All the above 

Correct answer is d) all the above. 

28. Layer 2 Edge Network of NIB Proj I provides connectivity to secure 

a) VPNs only 
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b) Internet Data Centres only 

c) Both VPNs and Internet Data Centres 

d) None of the above 

Correct answer is c) Both VPNs and Internet Data Centre 

29. The caching platform 

a) Saves International Bandwidth 

b) Enables faster responses from Web 

c) Both a and b 

Correct answer is c) Both a and b. 

30. The SLA parameters shall include measurements of 

a) Service Delivery 

b) Availability 

c) Latency 

d) Throughput and Latency 

e) All the above 

Correct answer is e) all the above. 

31. Web space (Data Storage) servers employ the OS……. For hosting HTML pages with browser. 

a) Unix  

b) Microsoft 

c) Unix and Microsoft 

d) None of the above 

Correct answer is c) Unix and Microsoft. 

32. NIDS stands for………[Network Insulation Detection System] 

33. Core router is divided into how many Nodes? 

 

a. A1,A2 

b. A1,A2,A3,A4 

c. A,,A3 

d. A1,A2,A4 

 

 

34. How many A1 Node in NIB-II 

 

a. 5 

b. 2 

c. 3 

d. 4 

 

35. A1 Node is connected to each other by which form in NIB-II? 

 

a. Dual form 

b. Mesh form 

c. Point to Point 

d. Not connected 

 

36. The maximum distance between Tier-1 to Tier-II on dark fiber  is? 

a. 40 Km 

b. 20 Km 
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c. 30 Km 

d. 10 Km 

 

37. The distance between Tier-II to DSLAM is? 

a. 20 Km 

b. 30 Km 

c. 10 Km 

d. 5 Km 

 

38. How many projects are there in NIB-II? 

a. 1 

b. 2 

c. 3 

d. 4 

 

39. DSLAM work as a? 

 

a. switch 

b. Multiplex 

c. Demultiplex 

d. Both B & C. 

 

40. The length between DSLAM to ADSL in Km is? 

 

a. 3 

b. 2 

c. 1 

d. 0.5 

 

41. In NIB-II core routers are connected by which interface? 

 

a. STM-I 

b. STM-16 

c. Fast Ethernet 

d. Wide area network 

 

42. Which option is not related to value added services? 

 

a. Encryption Services 

b. Firewall Services 

c. Multicast Services 

     d. Unicast services 

     43. Internet Address or IP address is a …… bit address. 

 a) 32 

 b) 48 

 c) 64 

 Correct answer is a) 32 bit 

44. A Brouter servers as a 
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 a) Bridge 

 b) Router 

 c) Both Bridge and Router 

Correct answer is c) bridge and router 

45. A core router in a computer network,  routes data 

a) Within the network 

b) Between the networks 

c) Both a and b 

Correct answer is a) Within the network 

46. An Edge  router in a computer network, routes data 

a) Within the network 

b) Between one or more networks 

c) Both a and b 

Correct answer is b) between one or more networks 

47. Privileged commands include 

a) Configure 

b)Debug 

c)Setup 

48. When you are connected to the router, you are started in  

a) user EXEC mode 

b) privileged EXEC mode 

c) a and b 

d) None of the above 

Correct answer is a) user EXEC mode. 

49. To enter the configuration mode, the command is 

a) configure terminal 

b) enter terminal 

c) start terminal 

Correct answer is a) configure terminal. 

50. For exiting the configuration mode, the short key is 

a) Ctl + y 

b) Ctl + V 

c) Ctl + X 

d) Ctl + Z 

Correct answer is d) Ctl + Z 

51. To disable IP routing, the command is  

a) disable IP routing 

b) cancel IP routing 

c) delete IP routing 

d) no IP routing 

Correct answer is d) no IP routing. 

52. TFTP stands for Trivial File Transfer Protocol. 

53. Which of the following Operating system is used in router? 

 

a. IOS 

b. Windows 7 

c. Linux 

d. Fedora 
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54. Router works in which layer? 

 

a. Network layer 

b. Application layer 

c. Data link layer 

d. Physical layer 

55. Router operating system is stored in which memory? 

 

a. Flash 

b. NVRAM 

c. RAM 

d. ROM 

56. How many host bit used in class B IP Addressing scheme? 

a. 8 

b. 16 

c. 24 

d. 32 

57. How many Network bits are there in class A IP Addressing scheme? 

 

a. 8 

b. 16 

c. 24 

d. 32 

58.In case of Overlay Model, if the No. of customers is N, then the total no. of circuits that would be 

necessary for optimal routing is 

a) N(N-1)/2 

b) N(N-2)/2 

c) N(N+1)/2 

Correct answer is a) N(N-1)/2 

59. An ISDN subscriber can establish ……. Simultaneous independent calls. 

a) 2 

b) 3 

Correct answer is a) 2. 

60. ISDN offers a data transmission speed of ……. Kbps with ISDN controller card. 

a) 56 kbps 

b) 64 Kbps 

c) 28 Kbps 

Correct answer is b) 64 Kbps 

61. The internet access code through Sancharnet is 

a) 172222 

b) 172233 

Correct answer is b) 172233 

62. The ISDN access code for internet is 

a) 172222 

b) 172233 

c) 172225 

Correct answer is 172225 

63. Audio conferencing facility is available to  



Downloaded from AIGETOA Chennai ( www.aigetoachtd.org )

a) All customers 

b) Existing subscribers only 

Correct answer is b) Existing subscribers only 

64. 12555 service offers 

a) Latest Bollywood songs 

b) Old classic songs 

b) Jokes 

c)Horoscope 

d) All the above 

 

Correct answer is d) all the above 

65. ARPU stands for Average Revenue Per User. 

66. The ABC of Mobile VAS are 

a) Astrology 

b) Bollywood 

c) Cricket 

d) All the above 

67. Centralised NMS for MLLN is located at……………. 

a) Bangalore 

B) Pune 

C) Jabalpur 

a) Bangalore 

68. VMUX Type 1 Supports ……. Nos of E1s. 

a) 12 

b) 4 

c) 4 

Correct answer is a) 12 

69. HDSL offers a speed of 2 Mbps upto a driving distance of … Kms 

a) 3 

b)3.5 

d) 7 

Correct answer is b) 3.5 Kms 

70. NTU type STU 160 works upto ……… Kbps 

A) 64 Kbps 

B) 128 Kbps 

C) 256 Kbps 

Correct answer is B) 128 Kbps 

71. CTU-s and CTU-R work upto ….. 

a) 2 Mbps 

b) 1 Mbps 

c) 512 Kbps 

Correct answer is a) 2 Mbps 

72. Disaster Recovery site for MLLN is at 

a) Bangalore 

b) Pune 

c) Calcutta 

Correct answer is b) Pune 

73. TVARIT main server is located at 
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a) Bangalore 

b) Pune 

C) Hyderabad 

Correct answer is a) Bangalore 

74. Centralised NMS for the whole network of MLLN is situated at 

a) Bangalore 

b) Pune 

C) Hyderabad 

d) None of the above 

Correct answer is a) Bangalore 

75. In MLLN, connectivity between R-DXCs is in  

a) Mesh fashion 

b) Dual homed 

c) Ring 

Correct answer is a) Mesh fashion. 

76. DXCs & SR-DXCs are based on …… tier architecture. 

a) 2 tier 

b) 3 tier 

c) None of the above 

Correct answer is b) 3 tier architecture. 

77.  In MLLN, ROT has been planned for every station having more than ….. Nos of leased circuits. 

a) 30 

b) 50 

c) 100 

Correct answer is a) 30 

78. Radio Modems work on the principle of ………….. operation. 

a) Line of Sight 

b) Line off sight 

c) Linear  

Correct answer is a) Line of Sight 

79. The Radio Modems in BSNL are of ……… make 

a) RADWIN  

b) RADO 

c) ITI 

Correct answer is a) RADWIN 

80. Radio Modems work in the frequency band of ……. GHz 

a) 2 

b)3 

c) 4 

Correct answer is a) 2 GHz 

81.  Data is transmitted in the form of……………..on the system in Radio Modems. 

a) Ethernet 

b) ATM 

c) Frame Relay 

d) Optical  

Correct answer is a) Ethernet 

82. Normally the antenna height at the customer site varies from 

a) 3 to 10 m 
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b) 3 to 20 m 

c) 3 to 25 m 

Correct answer is b) 3 to 20 m 

83. Radio Modem Hop distance depends on 

a) Trans power 

b) Receiver sensitivity 

c) Size of the antenna 

d) Tower height 

e) All the above 

Correct answer is e) all the above. 

84.  The maximum EIRP is ….. dBm 

a) 20 

b) 25 

c) 30 

Correct answer is c) 30 dBm 

85. Input power supply for Radio Modem is 

a) 230 V AC 

b) 48 v DC 

C) 60 V DC 

Correct answer is a) 230 V AC 

86. In Radio Modem, the 2048 Kbps signals can be 

a) Framed or unframed 

b) Synchronous or asynchronous 

c) a) and b) 

d) None of the above 

Correct answer is c) a and b 

87.  The RADIO Modems conform to the following modulation 

a) Frequency Hopping Spread Spectrum 

b) Direct Sequence Spread Spectrum 

c) a and b 

Correct answer is c) a and b 

88.  Direct Sequence Spread Spectrum uses the following to directly modulate a carrier 

a) Data to be transmitted only 

b) Known code only 

c) Both a] and b] 

Correct answer is c) both a] and b] 

89. EIRP stands for 

a) Effective Isotropic Radiated Power 

b) Equivalent Isotropic Radiated Power 

c) Effective Internal Radiated Power 

d) Equivalent Internal Radiated power 

Correct answer is a) Effective Isotropic Radiated Power 

90. The processing gain of a direct sequence spectrum shall be at least 

a) 10 dB 

b) 20 dB 

c) 30 dB 

Correct answer is a) 10 dB 

91. The no. of DWDM rings working in BSNL network is  



Downloaded from AIGETOA Chennai ( www.aigetoachtd.org )

a) 16 

b) 32 

c) 20 

Correct answer is a) 16 

92. The accepted industry thumb rule is that 80% revenue comes from 

a) 90% customers 

b) 75% customers 

c) 20 % customers 

Correct answer is c) 20% customers 

93. Which of the following is not true with respect to CDR? 

a) It covers Landline 

b) It covers Broadband 

c) It covers Leased Lines 

d) It includes mobile 

Correct answer is d) it includes mobile – This is not true. 

94. Payment Management system is designed by……… for BSNL. 

a) TCS 

b) Wipro 

c) Infosys 

Correct answer is a) TCS 

95. The Electronic Stapling software has been installed at 

a) Hyderabad 

b) Bangalore 

C) Pune 

Correct answer is a) Hyderabad 

96. Broadband VSAT of BSNL operates in 

a) Ku band 

a) Ka band 

c) C band 

Correct answer is a) Ku band 

97. The total bandwidth of Satcom is ( in C Band & Ku band) 

a) 500 MHz 

b) 500 GHz 

c) 500 KHz 

Correct answer is a) 500 MHz 

98. VSAT networks can be arranged in  

a) Point to point configuration 

b) Star configuration 

c) Mesh configuration 

d) Star/Mesh configuration 

e) Broadcast configuration 

f) all the above 

Correct answer is f) all the above 

99. For a mesh network a central hub is not necessary. (True) 

100. BSNL’s Ku band HUB ( Earth Station) is situated at 

a) Bangalore 

b) Hyderabad 

c) Nagpur 
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Correct answer is a) Bangalore 

101.  Block Up converter is used in  

A) Trans direction 

B) Receive direction 

Correct answer is a) Trans direction 

102. LNB  is used in  

A) Trans direction 

B) Receive direction 

Correct answer is B) Receive direction 

103. PDF files ………. modified 

a) can not be  

b) can be 

Correct answer is a) can not be modified 

104. PDF files ………… legal document requirements. 

a) meet 

b) do not meet 

Correct answer is a) meet 

105. The freeware to convert a document into PDF format is 

a) pdf95 

b) pdf905 

c) pdf995 

Correct answer is c) pdf995 

106. The latest version of Acrobat Reader is 

a) Version 9.4 

b) Version 8 

c) Version 9 

Correct answer is a) Version 9.4 

107. File compression is done for 

a) compression of data 

b) saving time 

c) Saving disk space 

d) faster downloading of s/w and attachments 

e) all the above 

Correct answer is e) all the above 

108.  DHCP is used to  

a) allocate IP address 

b) Configure Gateway address 

c) Configure DNS address 

d) Alternate DNS address 

e) above all 

Correct answer is e) above all 

109. Proxy server controls and restricts 

a) incoming traffic only 

b) outgoing traffic only 

c) both incoming and outgoing traffic 

Correct answer is c) both i/c and o/g traffic 

110. DTEs are the devices like 

a) PCs 
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b) Servers 

c) Printers 

d) above all 

Correct answer is d) above all. 

111. DTEs are linked to DCEs with 

a) NICs 

b) RS 232 cards 

c) RJ 11 cards 

d) Terminal adapter 

Correct answer is a) NICs 

112. MAC address is …… bits length. 

a) 32 

b) 48 

c) 30 

Correct answer is b) 48 

113. DCEs are devices like 

a) Modems 

b) Switches 

c) Routers 

d) All the above 

Correct answer is d) all the above 

114. Modems, Hub, Switch etc are ……………….. devices 

a) Intra networking 

b) Inter networking 

Correct answer is a) intra net working 

115. Routers and Gateways are………. Devices. 

a) Intra networking 

b) Inter networking 

Correct answer is b) inter networking 

116. DNS resolves URL to IP address and vice versa. [True] 

117. RAM capacity requirement for a server should be 

a) > 1 GB 

b) > 2GB 

c) > .5 GB 

Correct answer is b) > 2GB 

118. Computer networking is needed to 

a) Share Hardware resources 

b) Software resources 

c) Information or databases 

d) For communication 

e) All the above 

Correct answer is e) all the above 

119. LAN switches maintain a ………. Table in which entries like MAC address, Interfaces etc. are 

maintained. 

a) Switch  

b) Routing  

c) Label 

Correct answer is a) Switch 
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120. System Software comprises 

a) Operating System 

b) Utilities 

c) Device Drivers 

d) all the above 

Correct answer is d) all the above 

121. Word processor, Spread sheet, Database, Power Point Presentation, Graphic and multimedia are 

called……………… 

a) System software 

b) Application software 

c) Network Operating System 

d) None of the above 

Correct answer is b) Application software 

 

 

 

 


